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ALUMINUM STATIONARY LOUVER 3" 
FRAME, 30° FIXED NON-DRAINABLE 
BLADES

Dimensional Data

 

Its Type J drainable, non-drainable, placed at an angle 
of 30 ° Providing a minimum of 50.1% free area.
Its excellent design and labour quality, combined with 
a pleasant aesthetic appearance enhance the exterior
appearance of any building; Industrial or commercial.
These Louvers combine excellent performance with a
long service life, this is possible thanks to our programs
of continuous improvement and quality, allow us to 
introduce new designs and improvements to existing 
products.
Louvers with a surface greater than 60 inches will be
supplied with intermediate posts.

CONSTRUCTION: Extruded aluminum
FINISH: Anodized finish standard.
Standard white Anodic acrylic paint. Other colors available. 
PERFORMANCE: Maximum free area velocity recommended 
is 810 feet / min. with a pressure drop 0.088 in. of water column
and 50.1% of free area
* [Data based on a louver  of 48” x48”]
* Rainwater penetration is 0.01 ounce per square foot of free area
   in a 15-minute test.

ACCESORIES: Optionally they can be supplied with mosquito net
or bird mesh, as additional protection, which prevents the entry 
of insects and / or birds. Also, optional, can be supplied with a filter
holder frame.
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wall

BOTTOM 
CAP

SEALANTSEALANT

Screw for fixing
in wall

** supplied
   by others

* supplied
  by others

*

CORRECT INSTALATION IN WALL

Detail A

* Supplied only when the measures exceed
   the maximum size of 1 piece
* Must be armed while installing
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12 24 36 48 60 72 84 96 108 120 132 144
12 0.28 0.69 1.10 1.50 1.91 2.32 2.73 3.14 3.54 3.95 4.36 4.77
24 0.74 1.81 2.88 3.95 5.02 6.09 7.16 8.23 9.30 10.37 11.45 12.52
36 1.19 2.93 4.66 6.39 8.13 9.86 11.60 13.33 15.06 16.80 18.53 20.26
48 1.56 3.82 6.09 8.35 10.61 12.88 15.14 17.41 19.67 21.93 24.20 26.46
60 2.01 4.94 7.87 10.79 13.72 16.65 19.58 22.50 25.43 28.36 31.28 34.21
72 2.47 6.06 9.65 13.24 16.83 20.42 24.01 27.60 31.19 34.78 38.37 41.96
84 2.92 7.18 11.43 15.68 19.94 24.19 28.44 32.69 36.95 41.20 45.45 49.71
96 3.29 8.07 12.86 17.64 22.42 27.21 31.99 36.77 41.56 46.34 51.12 55.91

108 3.74 9.19 14.64 20.08 25.53 30.98 36.42 41.87 47.31 52.76 58.21 63.65
120 4.20 10.31 16.42 22.53 28.64 34.75 40.86 46.96 53.07 59.18 65.29 71.40
132 4.66 11.43 18.20 24.97 31.74 38.52 45.29 52.06 58.83 65.60 72.38 79.15
144 5.11 12.55 19.98 27.42 34.85 42.29 49.72 57.16 64.59 72.03 79.46 86.90
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ANCHO DEL LOUVER (PULGADAS)

AREA LIBRE DEL LOUVER HL330 (PIES CUADRADOS)
LOUVER WIDTH INCHES
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FREE AREA OF THE STATIONARY LOUVER WITH 
FIXED BLADES MODEL HL330 (ft2)
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